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INSTITUTIONAL INH
Self-Luminous Tritium Vandal-Proof Sign

Project Name: Approved By:

Catalog No: Type No:

OMH COMPLIANCE

The Office of Mental Health (OMH) regulations are outlined in Title 14 
of the New York Codes, Rules, and Regulations (NYCRR). These state 
regulations establish the minimum standards for certifying mental 
health service providers and governing program operations.
	� The Evenlite INH is approved under Division 26 – Electrical, 

within the Exit Signage category, for use in medium and low 
risk areas.

	� The polycarbonate face shield installs with a secure 
snapfit design and tamper-resistant screws, meeting OMH 
compliance while providing high-impact protection to the 
stencil face.

CONSTRUCTION

	� 6” high letters with 3/4” stroke available with Red, Green, or 
Black background suitable for use in hazardous atmospheres 
and damp locations. Meets NEC Article 500, Class 1, 11 and 111 
conditions

	� Heavy cast aluminum frame single and double face, mounting 
bracket included with double face sign

	� Beveled edges and rounded corners withstand high impacts

	� Tamper proof mounting hardware prevents unauthorized 
removal

	� Standard exterior finish, brushed aluminum with clear lacquer 
coating. Custom paint or anodized colors available

	� Aluminum stencil face with field selectable chevron directional 
indicators

	� Polycarbonate shield seals lamp compartment and prismatic 
refractor lens

	� 3/8” clear polycarbonate face shield provided with mounting 
hardware

The Institutional INH Series is built for the toughest assignments, 
featuring a rugged cast aluminum frame and a durable 3/8” 
polycarbonate lens to withstand the most demanding institutional 
applications. With sustainablity in mind, the INH can be recycled at 
the end of its lifespan.

	� Operating temperature -55°C to 80°C

	� Available in service life ratings of 10 or 20 years

ELECTRICAL

	� Non-electrical, internally illuminated by sealed tritium gas light 
sources

	� Requires no external light source, electrical power, wiring or 
batteries 100% reliable, maintenance free and always on

	� Average Power Consumption: <3

	� Additional power consumption detail in installation guide

ILLUMINATION

	� Green light output for maximum visibility in emergency 
conditions 100 foot visibility rating

CERTIFICATION

	� Tested, approved and listed by Underwriters Laboratories to UL 
924, and meets NFPA101 Life Safety Code

	� New York State Office of Mental Health Accepted

	� Trade Agreements Act compliant

WARRANTY

	� Limited warranty for the rated life of the product - view 
complete warranty terms online at www.evenlite.com/terms-
warranty.

MODEL SERVICE LIFE NO. OF FACES FACE COLOR FRAME COLOR OPTIONS ORDERING NOTES
1	 1/8" polycarbonate
2	 Does not meet OMH 

Compliance.
3	 Suitable for single or 

double face.

INH 10 10 Years 1 Single Face R Red BA Brushed Aluminum MB Mounting Bracket2,3

20 20 Years1 2 Double Face2 G Green B Black

B Black W White

INH

ORDERING GUIDE INH-10-1-G-BA-MB

Fill in fields from categories above and 
complete type and part number.

Type No: Full Part No:
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INSTITUTIONAL INH
Self-Luminous Tritium Vandal-Proof Sign

MOUNTING INSTRUCTIONS

14"

10 7⁄8"

16 ¾"

12 ¼"

(4) #8-32 x ¾" Pan Head Screws

Secure to ceiling with 
appropriate fasteners

(4) #8-32 x 1 ½" Pan Head Screws

SINGLE FACE MOUNTING

DOUBLE FACE MOUNTING
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